2

ABANDON EXISTING CONDUIT
UNDER ROADWAY

~ .\_‘\\\\\\\ g ; .

T -
AMBER SOLAR POWERED FLASHING "BEACON,
ON “STOP AHEAD’ SIGN WOOD POST ™~_

REMOVE AND RE-ERECT EXISTING SIGN PAMEL:\

EXISTING LIGHT POLE TO BE REWIRED
AND REMAIN IN EXISTING L.OCATION

200 T

/r’ I

RED SOLAR POWEREL®FLASHING BEAGON

ON SIGNAL POST S N

REMOVE AND RE-ERECT EXISITNG/SICN PANELS ™
S A

- e

ABANDON EXISTING CONDUIT
UNDER ROADWAY

A \ : ; ~F" NOTE:
- A= T > vy THE EXISTING LIGHTING SHALL REMAIN IN
- = - . : ' F - OPERATION WHILE THE PROPOSED CONDUIT AND
/ WIRING IS BEING INSTALLED

REMOVE EXISTING WIRING AND ABANDON
EXISTING CONDUIT UNDER ROADWAY

- e =T =TT EXISTINGAIGHT POLE TO BE REWI
- - - - _=""_AND"REMAIN IN EXISTING LOCATION

REMOVE EXISTING CONTROLLER
AND SERVICE

PROPOSED CONTROLLER LOCATION

- - UNIT DUCT, 600V, 2-1C NO. 8, 1/C NO 8 GROUND,
(XLP-TYPE USE), 3/4'" DIA. POLYETHYLENE

M ESTIMATED DISTANCE OF 18'FROM PROPOSED — )
e CONTROLLER TO POWER SOURCE (ovERHEAD)
_— EXISTING POWER SERVICE

P LrawTiNGg ConTroLler, PoLe MounTED, 240V, 30A

38’
CONDUIT PUSHED, 2 DIA., INTERMEDIATE METAL ):{ EXISTING LTGHT POLE WITH MuLTI- MOWNT
LuMmInATRE

20A
2P

) )

240 VOLT TO BALLAST

LIGHTING ConTroLLER
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